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General Aviation

INSTRUMENT AIR FILTERS
Replacement Filter Application Information

Document Number P486322* Rev 1

EBG03-0002 C-294501-0201
P10-5290 C-294501-0203
210N.......................................21064136-21064772
310L,.N,.P,.Q..........................ALL
320,.320A-F............................ALL
411,.411A...............................ALL
T210N.....................................21064136-21064772
T310L,.N,.P,.Q........................ALL
TU206F...................................U20602200.&.UP
TU206G..................................ALL
U206F.....................................U20602200.&.UP
U206G.....................................ALL

AM103435IA C-294501-0301
404..........................................ALL
414,.A.....................................ALL
421C........................................ALL

AM103535IA C-294501-0302
402C........................................ALL
404..........................................ALL
421C........................................ALL

CESSNA
EBG03-0001 C-294501-0101
P10-52251 C-294501-0103
150,.150A-H,.150J-M............ALL
172D-I,.172K-M.....................ALL
177,.177A-B,.177RG..............ALL
180F-H,.180J,.180K...............ALL
182D-H,.182J-L.....................ALL
206,.207,.207A.......................ALL
210G,.210H,.210J-M.............ALL
210N.......................................thru.21064135
310L,.N,.P,.Q..........................ALL
320D-F....................................ALL
337E-H....................................ALL
401,.401A-B...........................ALL
402,.402A-B...........................ALL
411,.411A...............................ALL
414,.414A...............................ALL
421,.421A-B...........................ALL
A185F.....................................18502311.&.UP
FR172E-H,.J...........................ALL
T41C,.D...................................thru.R172-0409
P206,.P206A-E......................ALL
P337G,.H................................ALL
T207,.T207A...........................ALL
T210G,.H,.J-M.......................ALL
T210N.....................................thru.21064135
T310L,.N,.P,.Q........................ALL
T337E-H.................................ALL
TP206A-E...............................ALL
TU206A-F...............................ALL
TU206G..................................thru.U20606846
U206,.U206A-F......................ALL
U206G.....................................thru.U20606846 NOTE: Instrument Air Filters are not cleanable!

1.-.P10-5225.is.a.detail.of.the.PMA.Filter.Assembly.EBG-030001

*.This.document.replaces.bulletin.P469075.for.these.listed.part.numbers.only.
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BEECHCRAFT
EBG03-0003 205538-089
19,.23,.C23..............................ALL
24,.24R,.58..............................ALL

EBG03-0018 101-380039-1
C90,.C90A..............................ALL
C99..........................................ALL
E90..........................................ALL
F90,.F90A...............................ALL
B100.......................................ALL
200,.200C................................ALL
200CT.....................................ALL
A200C.....................................ALL
B200.......................................ALL
B200C,.B200CT.....................ALL
B200T.....................................ALL
300,.300C................................ALL
B300,.B300C..........................ALL
1900C......................................ALL

MOONEY
EBG015004 6260A77, 202760
M20J......................................24-001.thru.24-1604,
. 24-3000.thru.24-3026
M20K......................................25-0001.thru.25-1087

FAA / PMA ELIGIBILITY LIST

Storage
When.storing.new.air.filters,.be.sure.they.are.protected.from.dust.and.
potential.damage.

Recommended Service Schedule 
Replace.your.air.filter.annually.or.500.flight.hours,.whichever.occurs.
first,.and.at.each.pump.replacement...These.instrument.air.filters.are.
NOT.cleanable.

Installation 
1.. .Inspect.the.housing.surface.on.which.the.filter.seals...It.must.

have.a.clean,.smooth.and.flat.surface.
2.. If.your.filter.contains.a.gasket,.inspect.the.gasket.for.damage...If.

it.is.not.smooth.and.flat,.replace.the.gasket.because.the.seal.may.
not.be.air.tight...

3.. Install.the.filter...Be.sure.it.is.mounted.securely.and.there.are.no.
dust.leaks.past.the.edge.of.the.filter.and.gasket.

NOTE:  This is a dry-type filter – DO NOT apply oil or clean the filter.
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